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Two thread lining felling machine

Zweifaden-Futtersaum-Staffiermaschine
So schén wie von Hand staffiert. Die weiche Naht Idsst auch feinsten Tiichern ihren natirlichen Fall.

Die Naht liegt unsichtbar zwischen Futter- und Stoffsaum 8 mm (bei diinneren und diinnen Materialien 6 mm bzw.
4 mm) von der Kante entfernt (Tagesleistung 380 - 500 Sakkos). Der serienmé&Rige, unsichtbare Anfangs- und End-
riegel R sichert die Naht gegen ungewolltes Auftrennen.

Two thread felling machine for hems of linings
As beautiful as tailor made manual felling. The soft seam retains the natural shape of even the finest fabrics. k

The seam is placed between the lining and fabric layers 8 mm under the hem edge, thus absolutely invisible
(manufacturing thinner or thin material it is 6 mm respectively 4 mm) (daily output 380 - 500 jackets). The invisible
spot tack R at seam start and end is equipped as standard and protect the seam.
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3 1 0 D . R Technische Daten / specifications
i @ Stichzahl / Speed
mechanisch max. zulassig / mechanically admissible 1300 min-1

Empfohlene Nennstichzahl / Recommanded rated speed 1300 min-1
60 sec
[ 77777 Stichlange / stitch length 3,0-6,0mm
| I (abhangig vom Nahmaterial / depend on fabric)
E Unter-, und differenzierender Seitentransporteur / verschieden Transporteure optional /
bottom and adjustable lateral feed various feed devices optional
ddddd
@ —

| 2 gefederte Taucher / 2 spring loaded plunger

mwo
0
=
¢ Anfangs- und Endriegel serienmaBig / abschaltbar / detachable
1 spot tack at seam start and end as standard
o
\ Stichplattendffnung / needle plate opening 8,0 mm
mnlal 7,0 mm optional
Lo 10,0 mm optional
\l, Stichtiefenregulierung / stitch depth regulation digital
digital
U Nadelpendelung / needle oscilation
~_

Nadelsystem / needle system GROZ-BECKERT 1828 E

N\__ | Nadelstirke / neede size 80

\ g’ Abnehmbare Arbeitsplatte / removeable work plate

Motor-Leistung min. / min. motor power 550 W

Zahnriemenscheibe Maschine / toothed belt pulley/machine Z=38

Zahnriemenprofil / toothed belt profile HTD 5M-9

Stichart / Zweifaden-Blind-Doppelsteppstich Typ 313 /

stitch type two thread blind lock stitch type 313

Faden / thread Polyester, endlos gezwirnt / polyester continuous filament 120/2
Anschluss pneumatisch / pneumatic connection 6 bar

Luftverbrauch, Mittelwert / avarage air consumption 251/h

Stellflache / required space 0,5mx1,1m

Arbeitsgerausch / operating noise at 1300 min-1 LpAm 75 dB(A)

nach DIN 45635-48-1 KL3
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