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Einfaden-Rollpikierautomat
Single thread rollpadding machine

Einfaden-Rollpikierautomat

Elektronisch gesteuerter Ndhautomat zum hochwertigen und effizienten pikieren von Sakko- und Mantelrevers. Mit
einer Tagesleistung von 600 bis 1050 Sakkos geniigt er hochsten Qualitatsanspriichen: Die mit ihm gefertigten
Revers (bis zu einer Lange von 63 cm) zeigen besten Sitz, da sie spiegelbildlich und nach dem Prinzip des Roll-
pikierens gearbeitet sind. Dies bedeutet hohe Formstabilitdt bei gleichzeitig wunderbar weichem Tragekomfort.
Dartiber hinaus ist der Automat ausgesprochen einfach zu bedienen; er tastet namlich die jeweils individuelle Form
des Zuschnitts selbstandig und exakt ab. Einfachste Umschaltung auf Revers mit Spitzfasson durch das Bedien-
personal.

Single thread roll-padding machine

Electronically controlled automatic sewing unit for high-quality and efficient roll-padding of lapels of jackets and
coats. With a daily output of 600 to 1050 jackets it meets highest quality requirements: Lapels (up to 63 cm) roll-
padded on this machine have a perfect shape and are absolutely free of twist and pucker. This means high stability
of shape and very soft wear comfort. Moreover the KA-ED is very easy to operate since the individual lapel shape
is sensed automatically and accurately. Easy shift to peaked lapel by the operator.
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K A — E D Technische Daten / specifications

i @ Stichzahl / Speed
mechanisch max. zulassig / mechanically admissible 3000 min-1
Empfohlene Nennstichzahl / Recommanded rated speed 2800 min-1
60 sec
| Stichlange / stitch length 6,5 mm
Obertransport & differenzial Wagentransport /
' ' ' ' ' top feed & differential carriage transport
Uy
g starrer Driicker / fixed plunger
T
Stichplattendffnung / needle plate opening 6,0 mm
_¥'_
T
\l, Stichtiefenregulierung / stitch depth regulation digital
digital
: i | Nahtabstand / seam distance 4-15mm
Nadelsystem / needle system GROZ-BECKERT 4669 EEO
\' Nadelstérke / needle size 80
2 Nahkdpfe / 2 sewing units
/g/ Fadenwachter / thread stop motion
<
Z
Laser Positionierung / laser positioning optional
PoI;iEtliZenring *
Gesamtleistung / power consumption 2x1040 W
Stromanschluss / electricity 190 - 240 V / 50-60 Hz
Zahnriemenprofil / toothed belt profile HTD 5M-9
Zahnriemenscheibe Maschine / toothed belt pulley/machine Z=38
Zahnriemen - Scheibe Wagen / tooth belt - wheel carriage Z=40- HTD 5M-15-HP
kirrzeste Naht / shortest seam 3cm
max. Reverslange / max. lapel length 63 cm

Tagesleistung / daily output (8 h)

500 - 1050 Sakkos / pair of lapels

Stichart / Einfaden-Kettenstich-Blindstich Typ 103 /
stitch type single thread chain stitch type 103
Faden / thread Polyester, endlos gezwirnt / polyester continuous filament 200/2

Anschluss pneumatisch / pneumatic connection

5-6 bar

Luftverbrauch, Mittelwert / avarage air consumption 2x4751/h
Gewicht ohne Verpackung / weight without packaging 2x 158 kg
Arbeitsgerausch / operating noise at 2800 min-1 LpAm 77 dB(A)

nach DIN 45635-48-1 KL3
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